
LENGTH

"CURB WIDTH"

OUTSIDE TO OUTSIDE

DIMENSION OF FINISHED CURB

INCLUDING FINISHED ROOFING

CURB WIDTH

"CURB LENGTH"

OUTSIDE TO OUTSIDE

DIMENSION OF FINISHED CURB

INCLUDING FINISHED ROOFING

CURB

HEIGHT

CURB THICKNESS

4IN MIN

6IN MIN FOR CONC.

PLANVIEW

(IN PLANVIEW)

CURB TERMINOLOGY

TYP CL TO CL

6'-0 1/2"

BAY

END

WIDTH

END BAY

HIPPED

6
'
-
0

 
1

/
2

"

E
Q

U
A

L

E
N

D
 
B

A
Y

E
N

D
 
B

A
Y

E
Q

U
A

L

T
Y

P
 
C

L
 
T

O
 
C

L

NOTE:

RECOMMENDED MINIMUM PITCH 2:12.

FOR INSTALLATIONS REQUIRING A LESSER

PITCH PLEASE CONTACT OUR ARCHITECTURAL

SUPPORT DEPARTMENT

SYSTEM IS SHOWN AS 2.75" QUADWALL PANEL THICKNESS.

A 4" QUADWALL PANEL THICKNESS SYSTEM IS USED

BASED ON SPAN AND LOADING CONSIDERATIONS.

FASTENERS CAP & BED

IN SEALANT (BY INSTALLER)

RAFTER TO FRAME FASTENER

(TO BE DETERMINED) CAPPED

W/ SEALANT (BY INSTALLER)

PIVOT BASE, 3/16" SAW CUT

ON LEGS @ 24" O.C. FOR WEEP

NOTCH AROUND RAFTER BASE PLATE

ALUMINUM FLASHING

3/8"Ø WEEP HOLES

@ 12" O.C.

4" MIN

W.P.

(O.D.C.)

4" MIN

REINFORCED CURB

(BY OTHERS)

 PANEL BATTEN

@ 23 5/8" O.C.

PANEL SPREADER

FRAME

BASE PLATE WELDED TO

BOTTOM OF RAFTER

G1 EPDM GASKET

FRAME CAP

W/SS #14 X 1" HHTS

W/WSW @ 12" O.C. MAX

ALUM TUBE RAFTER

(SIZE TO BE DETERMINED)

GLAZING RAFTER

2.75" QUADWALL SYSTEM

SECTION @ SILL (FLAT CURB)

A

(4" QUADWALL SYSTEM SIMILAR)

G1 EPDM GASKET

 PANEL BATTEN

@ 23 5/8" O.C.

3/8"Ø WEEP HOLES

@ 12" O.C.

FRAME CAP

W/SS #14 X 1" HHTS

W/WSW @ 12" O.C. MAX

PANEL SPREADER

2" X 2" X 1/8"

CONT ALUM ANGLE,

NOTCH AROUND RAFTER BASE PLATE

(4" QUADWALL SYSTEM SIMILAR)

REINFORCED CURB

(BY OTHERS)

(O.D.C.)

2.75" QUADWALL SYSTEM

SECTION @ SILL (FLAT CURB)

4" MIN

ALUMINUM FLASHING

C

W.P.

PIVOT BASE

FASTENERS

(TO BE DETERMINED)

BASE PLATE WELDED TO

BOTTOM OF RAFTER

4" MIN

RAFTER TO FRAME FASTENER

(TO BE DETERMINED) CAPPED

W/ SEALANT BY INSTALLER

 FRAME

ROLLED ALUM TUBE RAFTER

(SIZE TO BE DETERMINED)

FASTENERS CAP & BED

IN SEALANT BY INSTALLER

GLAZING RAFTER

W

 

X,Y

 Z

O

 

Q,R

S

A,C

D,F

A,C

D,F

K,L

 

M,N

 

M,N

 

A,C

D,F

P

 

28662 N. Ballard Drive

Lake Forest, IL 60045 USA

T: +1 847.816.1060

F: +1 847.816.0475

SHEET NO.

Note

The standard details shown  are for

reference only.

Please contact our Architectural

Support Department for job specific

details and for information regarding

the usage, limitations, and or code

requirements pertaining to this

product, please contact us at:

support@cpidaylighting.com

Details are subject to change and should be verified

with our Architectural Support Department prior to

implementation, please contact us at:

support@cpidaylighting.com
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FRAME CAP

W/SS #14 X 1" HHTS

W/WSW @ 12" O.C. MAX

FRAME

G1 EPDM GASKET

3/8" WEEP HOLES @ 12" OC

PANEL BATTEN

@ 23 5/8" OC

PANEL SPREADER

PURLIN CLIP

FASTENERS

(TO BE DETERMINED)

ALUMINUM FLASHING

2" X 2" X 1/4"

 ALUM ANGLE

FASTENERS CAP & BED

IN SEALANT (BY INSTALLER)

(4" QUADWALL SYSTEM SIMILAR)

2.75" QUADWALL SYSTEM

SECTION @ SILL (FLAT CURB)

ALUM TUBE PURLIN

(SIZE TO BE DETERMINED)

PURLIN CLIP

FASTENERS CAP & BED

IN SEALANT (BY INSTALLER)

FASTENERS

(TO BE DETERMINED)

ALUMINUM FLASHING

(O.D.C.)

D

W.P.

REINFORCED CURB

(BY OTHERS)

FRAME CAP

W/SS #14 X 1" HHTS

W/WSW @ 12" O.C. MAX

G1 EPDM GASKET

3/8" WEEP HOLES @ 12" OC

PANEL BATTEN

@ 23 5/8" OC

PANEL SPREADER

FRAME

BASE PLATE WELDED TO

BOTTOM OF RAFTER

ALUM TUBE RAFTER

(SIZE TO BE DETERMINED)

(4" QUADWALL SYSTEM SIMILAR)

REINFORCED CURB

(BY OTHERS)

NOTE: FOR SADDLE RIDGE ONLY

SECTION @  SILL (TILTED CURB) 

(O.D.C.)

ROOF LINE

F

2.75" QUADWALL SYSTEM

W.P.

4" MIN

S

L

O

P

E

 

L

E

N

G

T

H

4

"

 

M

I

N

ALUM TUBE PURLIN

(SIZE TO BE DETERMINED)

ALUM TUBE RAFTER

(SIZE TO BE DETERMINED)

4" MIN.

4" MIN.

28662 N. Ballard Drive

Lake Forest, IL 60045 USA

T: +1 847.816.1060

F: +1 847.816.0475

SHEET NO.

Note

The standard details shown  are for

reference only.

Please contact our Architectural

Support Department for job specific

details and for information regarding

the usage, limitations, and or code

requirements pertaining to this
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support@cpidaylighting.com

Details are subject to change and should be verified
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2

K

ALUM TUBE PURLIN

(SIZE TO BE DETERMINED)

ALUM TUBE PURLIN

(SIZE TO BE DETERMINED)

STAINLESS STEEL POP

RIVETS

STAINLESS STEEL METAL PANEL

CLIP

ALUM BATTEN @ 23 5/8" O.C.

FASTENERS TO PURLIN (TO

BE DETERMINED)

LENGTH (TO BE DETERMINED)

MIN 4" WITH 500LB LOAD

SECTION @ BATTEN

2.75" QUADWALL SYSTEM

NOTE: THESE DETAILS OCCUR WHEN

GLAZING IS SHIPPED IN PANELIZED

SECTIONS.

K

SECTION @ BATTEN

2.75" QUADWALL SYSTEM

METAL PANEL CLIP

STAINLESS STEEL POP

RIVETS

LENGTH (TO BE DETERMINED)

MIN 4" WITH 500LB LOAD

FASTENERS TO PURLIN (TO

BE DETERMINED)

BATTEN @ 23 5/8" O.C.

NOTE: THESE DETAILS OCCUR WHEN

GLAZING IS SHIPPED KNOCKED

DOWN.

2.75" QUADWALL SYSTEM

SECTION @ BATTEN

2

L

ALUM ANGLE CLIP

CLAMPING BAR

W/SS #14 X 1" HHTS

W/WSW @ 12" O.C. MAX

G1 EPDM GASKET

SNAP SPREADER

CUT TO FOLLOW RADIUS

RAFTER

@ 6'-0" O.C. (NOMINAL)

2.75" QUADWALL SYSTEM

SECTION @ RAFTER

NOTE: THESE DETAILS OCCUR WHEN

GLAZING IS SHIPPED IN PANELIZED

SECTIONS.

ALUM TUBE PURLIN

(SIZE TO BE DETERMINED)

M

ALUM TUBE RAFTER

(SIZE TO BE DETERMINED)

(4" QUADWALL SYSTEM SIMILAR)

(4" QUADWALL SYSTEM SIMILAR)

(4" QUADWALL SYSTEM SIMILAR)

NOTE: THESE DETAILS OCCUR WHEN

GLAZING IS SHIPPED KNOCKED

DOWN.

SECTION @ RAFTER

(4" QUADWALL SYSTEM SIMILAR)

2.75" QUADWALL SYSTEM

N

2

METAL PANEL

CLIP

ALUM BATTEN

@ 23 5/8" O.C.

FASTENERS TO PURLIN

(TO BE DETERMINED)

(4" QUADWALL SYSTEM SIMILAR)

METAL

PANEL CLIP

2.75" QUADWALL SYSTEM

SECTION @ RAFTER

N

FASTENERS TO

PURLIN (TO BE

DETERMINED)

ALUM TUBE PURLIN

(SIZE TO BE DETERMINED)

ALUM TUBE RAFTER

(SIZE TO BE DETERMINED)

BATTEN @

23 5/8" O.C.

L

3

SECTION @ BATTEN

4" QUADWALL SYSTEM

ALUM TUBE PURLIN

(SIZE TO BE DETERMINED)

ALUM TUBE PURLIN

(SIZE TO BE DETERMINED)

METAL

PANEL CLIP

METAL

PANEL CLIP

BATTEN @

23 5/8" O.C.

BATTEN @

23 5/8" O.C.

SECTION @ BATTEN

2.75" QUADWALL SYSTEM

BATTEN @

23 5/8" O.C.

METAL

PANEL CLIP

ALUM TUBE PURLIN

(SIZE TO BE DETERMINED)

L

ALUM TUBE PURLIN

(SIZE TO BE DETERMINED)

ALUM TUBE RAFTER

(SIZE TO BE DETERMINED)
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Lake Forest, IL 60045 USA

T: +1 847.816.1060

F: +1 847.816.0475
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Note
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FASTENERS TO PURLIN

(TO BE DETERMINED)

INTERIOR PANEL CLIP

BASE AND SLIDE

ALUM TUBE PURLIN

(SIZE TO BE DETERMINED)

ALUM TUBE RAFTER

(SIZE TO BE DETERMINED)

2.75" QUADWALL SYSTEM

SECTION @ PURLINS

O

NOTE: THIS DETAIL OCCURS WHEN GLAZING

IS SHIPPED IN PANELIZED SECTIONS.

METAL PANEL CLIP
METAL PANEL CLIP

NOTE: THIS DETAIL OCCURS WHEN GLAZING

IS SHIPPED KNOCKED DOWN.

O

SECTION @ PURLINS

2.75" QUADWALL SYSTEM

(4" QUADWALL SYSTEM SIMILAR)
(4" QUADWALL SYSTEM SIMILAR)

2

(4" QUADWALL SYSTEM SIMILAR)

SECTION @ RIDGE

2.75" QUADWALL SYSTEM

ALUM JACK RAFTER IF APPLICABLE

(4" QUADWALL SYSTEM SIMILAR)

2.75" QUADWALL SYSTEM

SECTION @ HIP

NOTE: AT JACK RAFTER LOCATIONS 

IF APPLICABLE

P

ALUM HIP TUBE RAFTER

(SIZE TO BE DETERMINED)

(SIZE TO BE DETERMINED)

ALUM ANGLE

#14 SS HHTS

W/WSW @ 12"

O.C. MAX

HIP CAP

PANEL SPREADER

HIP RAFTER

G1 EPDM GASKET

1/4" INTERNAL GUSSET PLATE FIT SNUG

(FASTENERS TO BE DETERMINED)

Q

ALUMINUM

FLASHING

BY CPI

#14 SS HHTS

W/WSW @

12" O.C. MAX

ALUM TUBE RAFTER

(SIZE TO BE DETERMINED)

ALUM TUBE PURLIN

(SIZE TO BE DETERMINED)

FRAME CAP

W/SS #14 x 3/4" FHTS

@ 12" O.C. MAX

PANEL BATTEN

@ 23 5/8" O.C.

FRAME

PANEL SPREADER

(4" QUADWALL SYSTEM SIMILAR)

2.75" QUADWALL SYSTEM

SECTION @ RIDGE

R

RIDGE

RAFTER

G1 EPDM GASKET

RIDGE CAP

PANEL

SPREADER

NOTE: THIS DETAIL OCCURS WHEN

GLAZING IS SHIPPED KNOCKED DOWN.

(4" QUADWALL SYSTEM SIMILAR)

SECTION @ RIDGE

2.75" QUADWALL SYSTEM

S

ALUM TUBE RAFTER

(SIZE TO BE DETERMINED)

ALUM TUBE PURLIN 

(SIZE TO BE DETERMINED)

HEAT FORMED PANELS TO

REQUIRED ANGLE

BATTEN @ 23 5/8" O.C.

SHOP WELD TYPICAL

RIDGE JOINT

FASTENERS TO PURLIN

(TO BE DETERMINED)

1/4" INTERNAL GUSSET PLATE FIT SNUG

(FASTENERS TO BE DETERMINED)

ALUM TUBE RAFTER

(SIZE TO BE DETERMINED)

ALUM TUBE PURLIN

(SIZE TO BE DETERMINED)

ALUM.

ANGLE CLIP

1/4" INTERNAL GUSSET PLATE FIT SNUG

(FASTENERS TO BE DETERMINED)

ALUM TUBE RAFTER

(SIZE TO BE DETERMINED)

ALUM TUBE PURLIN

(SIZE TO BE DETERMINED)

ALUM.

ANGLE CLIP
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CLOSURE ANGLE

ALUM. TOP PLATE

4" MIN

CLAMPING BAR

W/SS #14 X 1"

HHTS W/WSW

@ 12" O.C. MAX

PANEL SPREADER CUT

TO FOLLOW RADIUS

PANEL BATTEN

@ 23 5/8" O.C.

PIVOT BASE, 3/16" SAW CUT

ON LEGS @ 24" O.C. FOR WEEP

ALUMINUM

FLASHING  BY CPI

FRAME

3/8"Ø WEEP HOLES @ 12" O.C.

FRAME CAP

W/SS #14 X 1" HHTS

W/WSW @ 12" O.C. MAX

PANEL SPREADER

W/ #10 X 1/2" HHTEK

(2 PER PANEL)

G1 EPDM GASKET

4" MIN

(O.D.C.)

REINFORCED CURB

 (BY OTHERS)

FASTENERS CAP & BED

IN SEALANT (BY INSTALLER)

G1 EPDM GASKET

PANEL SPREADER

CUT TO FOLLOW

RADIUS

RAFTER

ALUM TUBE RAFTER

(SIZE TO BE DETERMINED)

ALUM TUBE PURLIN

(SIZE TO BE DETERMINED)

W

2.75" QUADWALL SYSTEM

SECTION @ GABLE END

Y

SECTION @ WALL END

2.75" QUADWALL SYSTEM

(O.D.C.)

X

2.75" QUADWALL SYSTEM

SECTION @ OPEN END

ALUM TUBE PURLIN

(SIZE TO BE DETERMINED)

ANGLE W/SS #14

X 3/4" HHTS

W/WSW @12"

O.C. MAX

(O.D.C.)

ALUM TUBE RAFTER

(SIZE TO BE DETERMINED)

RAFTER

PURLIN CLIP

PANEL SPREADER

CUT TO FOLLOW

RADIUS

BACKER ROD

& SEALANT BY

INSTALLER

ANGLE

CLAMPING BAR

W/SS #14 X 1"

HHTS W/WSW @

12" O.C. MAX

G1 EPDM

GASKET

(4" QUADWALL SYSTEM SIMILAR)

(4" QUADWALL SYSTEM SIMILAR)

(4" QUADWALL SYSTEM SIMILAR)

ALUM TUBE RAFTER

(SIZE TO BE DETERMINED)

(4" QUADWALL SYSTEM SIMILAR)

ANGLE CLIP

REINFORCED CURB

(BY OTHERS)

2.75" QUADWALL SYSTEM

NOTE: FOR SADDLE RIDGE ONLY

SECTION @ SLOPED ENDS

Z

FASTENERS (TO BE

DETERMINED)

ALUMINUM

FLASHING BY CPI

(O.D.C.)

G1 EPDM GASKET

FRAME

FASTENERS CAP &

BED IN SEALANT BY

INSTALLER

PANEL SPREADER

FRAME CAP

W/SS #14 x 1"

HHTS W/WSW

@ 12" O.C. MAX

ALUM TUBE PURLIN

(SIZE TO BE DETERMINED)

RAFTER

PURLIN CLIP

PANEL SPREADER

CUT TO FOLLOW

RADIUS

1

4

"

4" MIN.

4" MIN.

28662 N. Ballard Drive

Lake Forest, IL 60045 USA

T: +1 847.816.1060

F: +1 847.816.0475
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