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By Contour Windows, Inc.
SEALCRAFT

Fixed Window
Structural Test Pressure up to 75 psf
Water Infiltration Tested up to 10 lbf/ft²
Hurricane Impact Tested +50/-50
Florida Product Approval FBC #30904.1
Withstands wind velocity up to 141 mph at design pressure
Thermally Improved Frame

*Optional Vertical/Horizontal Impost

Model 2200FX Performance Class: AW-PG90-FW
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D.P. +/- 50 PSF  MISSLE LEVED  D  WIND ZONE 4

IMPACT RESISTANT GLAZING
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AS PER TESTING:
1" IMPACT RESISTANT GLAZING
CONSISTING OF 1/8" CLEAR
LAMINATED WITH .060 PVB
INTERLAYER - 1/2" AIR SPACE -
1/4" CLEAR ANNEALED

AS PER TESTING:
1" IMPACT RESISTANT GLAZING CONSISTING
OF 1/8" CLEAR LAMINATED WITH .060 PVB
INTERLAYER - 1/2" AIR SPACE - 1/4" CLEAR
ANNEALED
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6 P.S.I LEVEL II

BLAST RESISTANT GLAZING
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AS PER TESTING:
1" BLAST RESISTANT GLAZING
CONSISTING OF 1/8" ANNEALED - 1/2"
AIR SPACE - 1/4" CLEAR LAMINATED
WITH .060 PVB INTERLAYER

AS PER TESTING:
1" BLAST RESISTANT GLAZING CONSISTING
OF 1/8" ANNEALED - 1/2" AIR SPACE - 1/4"
CLEAR LAMINATED WITH .060 PVB INTERLAYER
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